This information is for promotional purposes only. Space considerations may require information to be omitted.
Always refer to the actual package for complete label verbiage. This product may not yet be available or approved for sale or use in your area.

ﬁTALAK

7.9%

When used as a Termiticide, Individuals/Firms must be licensed by the State to apply termiticide
products. States may have more restrictive requirements regarding qualifications of persons using
this product. Consult the pest control regulatory agency of your State prior to use of this product.

ACTIVE INGREDIENT: (% by weight)
1111 19%
OTHER INGREDIENT S . .. ... i ittt et ettt e ettt e et e e e eeaaes 92.1%
1 1 P 100.0%
Contains 2/3 pound active ingredient per gallon. * Cis isomers 97% minimum, trans isomers 3% maximum.

EPA Reg. No.: 91234-145
KEEP OUT OF REACH OF CHILDREN
CAUTION

See below for additional Precautionary Statements.

FIRST AID

If swallowed: * Call a poison control center or doctor immediately for treatment advice. = Have person sip a glass of water if able to
swallow. * Do not induce vomiting unless told to do so by the poison control center or doctor. * Do not give anything by mouth to an uncon-
scious person. If inhaled: = Move person to fresh air. = If person is not breathing, call 911 or an ambulance, then give artificial respiration,
preferably by mouth-to-mouth if possible. * Call a poison control center or doctor for further treatment advice. If on skin or clothing:
» Take off contaminated clothing. * Rinse skin immediately with plenty of water for 15 - 20 minutes. = Call a poison control center or doc-
tor for treatment advice. If in eyes: * Hold eye open and rinse slowly and gently with water 15 - 20 minutes. * Remove contact lenses, if
present, after the first 5 minutes, then continuing rinsing eye. = Call a poison control center or doctor for treatment advice.

HOT LINE NUMBER

Have the product container or label with you when calling a poison control center or doctor, or going for treatment. You may also contact
SafetyCall at 1-844-685-9173 for emergency medical treatment information.

Note to Physician - This product is a pyrethroid. If large amounts have been ingested, the stomach and intestine should be evacuated.
Treatment is symptomatic and supportive. Digestible fats, oils, or alcohol may increase absorption and so should be avoided.

For Chemical Emergency: Spill, Leak, Fire, Exposure, or Accident,
Call CHEMTREC Day or Night Within USA and Canada: 1-800-424-9300 or +1 703-527-3887 (collect calls accepted)
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PRECAUTIONARY STATEMENTS
Hazards to Humans and Domestic Animals

Caution - Harmful if swallowed, inhaled, or absorbed through skin. Causes moderate
eye irritation. Avoid contact with skin, eyes or clothing. Avoid breathing spray mist.
Wash thoroughly with soap and water after handling and before eating, drinking, chew-
ing gum, using tobacco or using the toilet. Remove contaminated clothing and wash
before reuse.
All pesticide handlers (mixers, loaders, and applicators) must wear long-sleeved shirt
and long pants, socks, shoes, and chemical-resistant gloves. After the product is diluted
in accordance with label directions for use, and/or when mixing and loading using a
closed spray tank transfer system, or an in-line injector system, shirt, pants, socks,
shoes, and waterproof gloves are sufficient. In addition, all pesticide handlers must
wear a respiratory protection device' when working in a non-ventilated space. All pes-
ticide handlers must wear protective eyewear when working in non-ventilated space
or when applying termiticide by rodding or sub-slab injection.

'Use one of the following Mine Safety and Health Administration (MSHA)/National
Institute for Occupational Safety and Health (NIOSH) air purifying respirator types
with approval number prefixes: TC-23C, TC-21C, TC-19C, TC-13F and TC-14G, or a
NIOSH approved respirator with any R, P or HE filter or a NIOSH approved respirator
with an organic vapor (OV) cartridge or canister with any R, P or HE prefilter.

Environmental Hazards

This pesticide is extremely toxic to fish and aquatic invertebrates. To protect the envi-
ronment, do not allow pesticide to enter or run off into storm drains, drainage ditches,
gutters or surface waters. Applying this product in calm weather when rain is not pre-
dicted for the next 24 hours will help to ensure that wind or rain does not blow or wash
pesticide off the treatment area. Rinsing application equipment over the treated area
will help avoid run off to water bodies or drainage systems.

This product is highly toxic to bees exposed to direct treatment or residues on bloom-
ing crops or weeds. Do not apply this product or allow to drift to blooming crops if bees
are visiting the treatment area.

Physical and Chemical Hazards

Do not apply water-based dilutions of Talak 7.9% F to electrical conduits, motor hous-
ings, junction boxes, switch boxes or other electrical equipment because of possible
shock hazard.

DIRECTIONS FOR USE

It is a violation of Federal Law to use this product in a manner inconsistent with its
labeling.

RESTRICTIONS:

* Do not apply by air.

= Do not apply in greenhouses, nurseries.

* Do not apply this product through any kind of irrigation system.

= Not for use on sod farm turf, golf course turf, or grass grown for seed.

= Do not water the treated area to the point of runoff.

* Do not make applications during rain.

= Do not apply directly to sewers or drains, or to any area like a gutter where drainage
to sewers, storm drains, water bodies, or aquatic habitat can occur, except as directed
by this label.

= Do not apply directly to impervious horizontal surfaces such as sidewalks, driveways, and
patios except as a spot or crack and crevice treatment. During application, do not allow
pesticide to enter or run off into storm drains, drainage ditches, gutters or surface waters.

= All outdoor applications, if permitted elsewhere on this label, must be limited to spot
or crack-and-crevice treatments only, except or the following permitted uses, if
allowed elsewhere on this label:

1) Application to soil or vegetation, as listed on this label, around structures;

2) Applications to lawns, turf, and other vegetation, as listed on this label;

3) Applications to the side of a building, up to a maximum height of 3 feet above
grade;

4) Applications to the underside of eaves, soffits, doors, or windows permanently
protected from rainfall by a covering, overhang, awning, or other structure;

5) Applications around potential pest entry points into buildings, when limited to a
surface band not to exceed one inch in width;

6) Applications made through the use of a coarse, low pressure spray to only those
portions of surfaces that are directly above bare soil, lawn, turf, mulch, or other veg-
etation, as listed on this label, and not over an impervious surface, drainage or other
condition that could result in runoff into storm drains, drainage ditches, gutters, or
surface waters, in order to control occasional invaders or aggregating pests.

Application equipment that delivers low volume treatments, such as Patriot Injector®
or Actisol® applicators, may also be used to make crack and crevice, deep harborage,
spot and general surface treatments of Talak 7.9% F.

When treating adjacent to an existing structure, the applicator must check the area to
be treated, and immediately adjacent areas of the structure, for visible and accessible
cracks and holes to prevent any leaks or significant exposures to persons occupying
the structure. People present or residing in the structure during application must be
advised to remove their pets and themselves from the structure if they see any signs
of leakage. After application, the applicator is required to check for leaks. All leaks
resulting in the deposition of termiticide in locations other than those prescribed on
this label must be cleaned up prior to leaving the application site. Do not allow people
or pets to contact contaminated areas or to reoccupy contaminated areas of the struc-
ture until the clean-up is completed.

Not for use on plants being grown for sale or other commercial use, or for commercial
seed production, or for research purposes. For use on plants intended only for aesthetic
purposes or climatic modifications and being grown in interior plantscapes, ornamental
gardens or parks, or lawns and grounds.

TERMITICIDE USES

Using this product in and around structures and building construction will prevent and
control termite infestations.

To institute a barrier between the wood and the termites in the soil, the chemical dilu-
tion must be effectively dispersed in the soil. It is important to remove unnecessary
materials that contain cellulose and wood from around foundation walls, crawl spaces
(inside of structure), and porches, and fix damaged plumbing and construction grade
in order to deny termite access to moisture.

To use this product effectively, it is important that the service technician be familiar
with current termite control practices including trenching, rodding, sub-slab injection,
low-pressure spray application, coarse fan spraying of soil surfaces, crack and crevice
(void) injection, excavated soil treatment, and brush or spray applications to infested
or susceptible wood. Using these techniques correctly is essential to prevent or control
infestations by subterranean termite species of genera Coptotermes, Heterotermes,
Reticulitermes and Zootermopsis. When determining what procedures to follow, the
service technician should consider certain variables such as biology and behavior of
the termite specie, structure design, heating ventilation, and air conditioning (HVAC)
systems, water table, soil type and compaction, grade conditions, and the location and
type of domestic water supplies and utilities.
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For information concerning the most up to date control practices in a given region or
locale, consult the local resources for structural pest control, state cooperative exten-
sions, and regulatory agencies.

SUBTERRANEAN TERMITE CONTROL

Important: The following precautions must be observed to avoid contamination of

public and private water supplies:

= Use anti-backflow equipment or procedures to prevent siphonage of insecticide into
water supplies.

= Do not contaminate cisterns, wells, or other water tanks by treating the soil beneath
these structures.

= Do not treat soil that is water saturated or frozen.

* Do not treat soil where runoff may occur.

= Consult state and local specifications for recommended treatment practices in your
area.

* |f local or state specifications do not exist, consult the Federal Housing Administration
Specifications (H.U.D.) guidance documents.

Note: For the purpose of this label, crawl spaces are defined as being inside of the

structure.

Critical Areas: Points at which the foundation is penetrated or abuts another struc-

ture are Critical Areas. These include utility entry points, cracks and expansion joints,

bath traps and adjacent structures such as stairs, patios and slab additions.

Structures with Wells/Cisterns Inside Foundations

Structures that contain wells or cisterns within the foundation of a structure can only

be treated using the following techniques:

1. Do not treat soil while it is beneath or within the foundation or along the exterior
perimeter of a structure that contains a well or cistern. The treated backfill method
must be used if soil is removed and treated outside/away from the foundation. The
treated backfill technique is described as follows:

a) Trench and remove soil to be treated onto heavy plastic sheeting or similar mate-
rial or into a wheelbarrow.

b) Treat the soil at the rate of 4 gallons of dilute emulsion per 10 linear feet per foot
of depth of the trench, or 1 gallon per 1.0 cubic feet of soil. See Mixing Directions
section of this label. Mix thoroughly into the soil taking care to contain the liquid
and prevent runoff or spillage.

c) After the treated soil has absorbed the diluted emulsion, replace the soil into the
trench.

2. Treat infested and/or damaged wood in place using an injection technique such as
described in the Gontrol of Wood-infesting Insects section of this label.

Structures with Adjacent Wells/Cisterns and/or Other Water Bodies
Applicators must inspect all structures with nearby water sources such as wells, cis-
terns, surface ponds, streams, and other bodies of water and evaluate, at a minimum,
the treatment recommendations listed below prior to making an application.

1. Prior to treatment, if feasible, expose the water pipe(s) coming from the well to the
structure, if the pipe(s) enter the structure within 3 feet of grade.

2. Prior to treatment, applicators are advised to take precautions to limit the risk of
applying the termiticide into subsurface drains that could empty into any bodies of
water. These precautions include evaluating whether application of the termiticide
to the top of the footer may result in contamination of the subsurface drain. Factors
such as depth to the drain system and soil type and degree of compaction should be
taken into account in determining the depth of the treatment.

3. When appropriate (i.e., on the water side of the structure), the treated backfill tech-
nique (described above) can also be used to minimize off-site movement of
termiticide.

Before these techniques are used close to cisterns, wells, or other bodies of water, seek

advice from local, state or federal agencies for information on treatment practices that

are acceptable in your area.

Application Rate: Use a 0.06% dilution for subterranean termites. For other pests on

the label use specific listed rates.

Mixing Directions: Mix the termiticide use dilution in the following manner:

1. Fill tank 1/4 to 1/3 full.

2. Start pump to begin by-pass agitation and place end of treating tool in tank to allow
circulation through hose.

3. Add appropriate amount of Talak 7.9% F.

4. Add remaining amount of water.

5. Let pump run and allow recirculation through the hose for 2 to 3 minutes.

Talak 7.9% F may also be combined into full tanks of water. If combined into full tanks

of water, allow sufficient time for agitation and/or recirculation to ensure consistency

or dilution.

To prepare a 0.06% water dilution, ready to use, dilute 3 quarts of Talak 7.9% F with

99.25 gallons of water.

Mixing: Using the chart below, determine the volume of Talak 7.9% F and water to

produce the desired volume of finished dilution.

Amount of Talak 7.9% F (Gallons Except Where Noted)
Emulsion Amount of Amount of Desired Gallons of
Concentrate Talak 7.9% F Water Finished Emulsion
0.06% 10z 127 0z. 1
50z 49 5
10 0z. 99 10
25 0z. 24.8 25
15 qt. 49.6 50
2.25 qt. 744 75
3qt. 99.25 100
4.5 qt. 148.8 150
6 qt. 198.5 200
0.12%* 2 0z. 126 oz. 1
10 0z. 49 5
19.5 0z. 9.8 10
15 qt. 24.6 25
3qt. 49.2 50
4.5qt. 73.8 75
6 qt. 98.5 100
9 qt. 1477 150
3 197 200
*When treating for termites, use this rate only in conjunction with volume adjust-
ments, foam applications or underground services applications as listed below.
Common units of measure:
1 pint = 2 cups = 16 fluid ounces (0z.)
1 quart = 2 pints = 4 cups = 32 fluid ounces (0z.)
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Application Volume: To provide maximum control and protection against termite
infestation apply the specified volume of the finished water emulsion and active ingre-
dient as set forth in the DIRECTIONS FOR USE section of this label. If soil will not
accept the labeled application volume, the volume may be reduced provided there is a
corresponding increase in concentration so that the amount of active ingredient applied
to the soil remains the same.

Note: Large reductions of application volume reduce the ability to obtain a continuous
barrier. Variance is allowed when volume and concentration are consistent with the
label directed rates and a continuous barrier can still be achieved.

The volume of the 0.12% emulsion may be reduced by 1/2 the labeled volume where
desirable for pre- and post-construction applications. When the volume is reduced, the
hole spacing for subslab injection and soil rodding may also need to be adjusted to
account for lower volume dispersal of the termiticide in the soil. Consult the following
Volume Adjustment Chart for details.

Volume Adjustment Chart
Rate (% Emulsion) 0.06% 0.12%
Volume allowed
Horizontal (gallons emulsion/10 ft?) 1.0 gallons 0.5 gallons
Vertical (gallons emulsion/10 linear ft.) 4.0 gallons 2.0 gallons

After Treatment: All holes in commonly occupied areas into which Talak 7.9% F has
been applied must be plugged. Plugs must be of a non-cellulose material or covered
by an impervious, non-cellulose material.

Foam Applications

Talak 7.9% F emulsion, from 0.06 to 0.12% may be converted to foam with 2X -
40X expansion characteristics and used to control or prevent termite infestations.
Depending on the circumstances, foam applications may be used alone or in combina-
tion with liquid emulsion applications. Applications may be made behind veneers, piers,
chimney hases, into rubble foundations, into block voids or structural voids, under slabs,
stoops, porches, or to the soil in crawlspaces, and other similar voids.

Foam and liquid application must be consistent with volume and active ingredient
instructions in order to insure proper application has been made. The volume and
amount of active ingredient are essential to an effective treatment. At least 75% of
the labeled liquid emulsion volume of product must be applied, with the remaining
percent delivered to appropriate areas using foam application. Refer to label and
use recommendations of the foam manufacturer and the foaming equipment
manufacturer.

Foam applications are generally a good supplement to liquid treatments in difficult
areas, but may be used alone in difficult spots.

Application Under Slabs or to Soil in Crawlspaces to

Prevent or Gontrol Termites

When making applications, Talak 7.9% F foam can be used alone or in combination
with liquid emulsion. Whether applied as a emulsion, foam, or some of both, the equiv-
alent of at least 4 gallons of 0.06% emulsion (4 ounces of Talak 7.9% F concentrate)
per 10 linear feet must be applied for vertical barrier, or at least 1 gallon of 0.06% emul-
sion (1 ounce of Talak 7.9% F concentrate) per 10 square feet must be applied for a
horizontal barrier. For a foam only application, apply Talak 7.9% F concentrate in suf-
ficient concentration and volume to equal 4 ounces of concentrate per 10 linear feet
or 1 ounce of concentrate per 10 square feet. For example, 2 gallons of 0.12% emulsion
converted to foam and used to cover 10 linear feet is the equivalent of 4 gallons of
0.06% emulsion per 10 linear feet.

Sand Barrier Installation and Treatment

As long as termites have access to soil that has not been treated and can avoid soil that
has been treated with Talak 7.9% F, they can build mud tubes over surfaces that have
been treated. Cracks and spaces should be filled with play box or builder’s sand and then
treated in the same manner as soil. Follow the rates listed in the Talak 7.9% F label.
Retreatment for subterranean termites can only be performed if there is clear evidence
of reinfestation or disruption of the barrier due to construction, excavation, or land-
scaping and/or evidence of the breakdown of the termiticide barrier in the soil. These
vulnerable or reinfested areas may be retreated in accordance with application tech-
niques described in this product’s labeling. The timing and type of these retreatments
will vary depending on factors such as termite pressure, soil types, soil conditions and
other factors which may reduce the effectiveness of the barrier.

Annual retreatment of the structure is prohibited unless there is clear evi-
dence that reinfestation or barrier disruption has occurred.

Application in Conjunction with Termite Baits

As part of an IPM (integrated pest management) program for termite control,
Talak 7.9% F may be applied to areas of the structure with known or suspected infes-
tations such as plumbing, utility entry sites, bath traps, expansion joints, and founda-
tion cracks at a rate of 0.06% as a spot treatment or complete barrier treatment.
Applications may be made as described in the Post-construction Subterranean
Termite Treatment section of this label.

Pre-construction Subterranean Termite Treatment

Use Precautions:

= The treatment site must be covered prior to a rain event in order to prevent run-off
of the pesticide into non-target areas.

= The applicator must either cover the soil him/herself or provide written notification
of the above requirement to the contractor on site and to the person commissioning
the application (if different than the contractor). If notice is provided to the contrac-
tor or person commissioning the application, then they are responsible under FIFRA
to ensure that: 1) if the concrete slab cannot be poured over the treated soil within
24 hours of application the treated soil is covered with a waterproof covering (such
as polyethylene sheeting), and 2) the treated soil is covered if precipitation is pre-
dicted to occur before the concrete slab is scheduled to be poured.

Use Restrictions:

= Do not treat soil that is water-saturated or frozen.

= Do not treat when raining.

* Do not allow treatment to runoff from the target area.

* Do not apply with 10 feet of storm drains. Do not apply within 25 feet of aquatic hab-
itats (such as, but not limited to, lakes; reservoirs; rivers; permanent streams;
marshes or ponds; estuaries;
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